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22, 1974, is subject to the requirements 
of this subpart. 

[42 FR 37938, July 25, 1977, as amended at 48 
FR 7129, Feb. 17, 1983] 

§ 60.221 Definitions. 
As used in this subpart, all terms not 

defined herein shall have the meaning 
given them in the Act and in subpart A 
of this part. 

(a) Granular diammonium phosphate 
plant means any plant manufacturing 
granular diammonium phosphate by re-
acting phosphoric acid with ammonia. 

(b) Total fluorides means elemental 
fluorine and all fluoride compounds as 
measured by reference methods speci-
fied in § 60.224, or equivalent or alter-
native methods. 

(c) Equivalent P2O5 feed means the 
quantity of phosphorus, expressed as 
phosphorus pentoxide, fed to the proc-
ess. 

[40 FR 33155, Aug. 6, 1975] 

§ 60.222 Standard for fluorides. 
(a) On and after the date on which 

the performance test required to be 
conducted by § 60.8 is completed, no 
owner or operator subject to the provi-
sions of this subpart shall cause to be 
discharged into the atmosphere from 
any affected facility any gases which 
contain total fluorides in excess of 30 g/ 
megagram (Mg) of equivalent P2O5 feed 
(0.060 lb/ton). 

[40 FR 33155, Aug. 6, 1975, as amended at 65 
FR 61757, Oct. 17, 2000] 

§ 60.223 Monitoring of operations. 
(a) The owner or operator of any 

granular diammonium phosphate plant 
subject to the provisions of this sub-
part shall install, calibrate, maintain, 
and operate a flow monitoring device 
which can be used to determine the 
mass flow of phosphorus-bearing feed 
material to the process. The flow moni-
toring device shall have an accuracy of 
±5 percent over its operating range. 

(b) The owner or operator of any 
granular diammonium phosphate plant 
shall maintain a daily record of equiva-
lent P2O5 feed by first determining the 
total mass rate in Mg/hr of phosphorus- 
bearing feed using a flow monitoring 
device meeting the requirements of 
paragraph (a) of this section and then 

by proceeding according to 
§ 60.224(b)(3). 

(c) The owner or operator of any 
granular diammonium phosphate plant 
subject to the provisions of this sub-
part shall install, calibrate, maintain, 
and operate a monitoring device which 
continuously measures and perma-
nently records the total pressure drop 
across the scrubbing system. The moni-
toring device shall have an accuracy of 
±5 percent over its operating range. 

[40 FR 33155, Aug. 6, 1975, as amended at 54 
FR 6670, Feb. 14, 1989; 65 FR 61757, Oct. 17, 
2000] 

§ 60.224 Test methods and procedures. 
(a) In conducting the performance 

tests required in § 60.8, the owner or op-
erator shall use as reference methods 
and procedures the test methods in ap-
pendix A of this part or other methods 
and procedures as specified in this sec-
tion, except as provided in § 60.8(b). 

(b) The owner or operator shall deter-
mine compliance with the total 
fluorides standard in § 60.222 as follows: 

(1) The emission rate (E) of total 
fluorides shall be computed for each 
run using the following equation: 
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where: 
E=emission rate of total fluorides, g/Mg (lb/ 

ton) of equivalent P2O5 feed. 
Csi=concentration of total fluorides from 

emission point ‘‘i,’’ mg/dscm (gr/dscf). 
Qsdi=volumetric flow rate of effluent gas from 

emission point ‘‘i,’’ dscm/hr (dscf/hr). 
N=number of emission points associated with 

the affected facility. 
P=equivalent P2O5 feed rate, Mg/hr (ton/hr). 
K=conversion factor, 1000 mg/g (7,000 gr/lb). 

(2) Method 13A or 13B shall be used to 
determine the total fluorides con-
centration (Csi) and volumetric flow 
rate (Qsdi) of the effluent gas from each 
of the emission points. The sampling 
time and sample volume for each run 
shall be at least 60 minutes and 0.85 
dscm (30 dscf). 

(3) The equivalent P2O5 feed rate (P) 
shall be computed for each run using 
the following equation: 

P=Mp Rp 

where: 
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